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Site Plan. MONITORING MIEJSKI

Ground floor



Camera 1Z. Bosch NBE-7703-ALXT

Bullet 4MP HDR X 10.5-47mm IP66/67 IK10

Camera ID Model Installation Height, m Resolution Focal Length Sensor Size Pixels On Target

1Z Bosch NBE-7703-ALXT 4 2688x1520 37.03 1/1.8" 16:9 58 ppm



Camera 2Z. Bosch NBE-7703-ALXT

Bullet 4MP HDR X 10.5-47mm IP66/67 IK10

Camera ID Model Installation Height, m Resolution Focal Length Sensor Size Pixels On Target

2Z Bosch NBE-7703-ALXT 4 2688x1520 30.5 1/1.8" 16:9 59 ppm



Camera 3Z. Bosch NBE-5703-AL

Bullet 5MP HDR 3.4~10.2mm IP66/67 IK10

Camera ID Model Installation Height, m Resolution Focal Length Sensor Size Pixels On Target

3Z Bosch NBE-5703-AL 6 2592x1944 10.5 1/2.7" 4:3 53 ppm



Camera 4Z. Bosch NBE-7703-ALXT

Bullet 4MP HDR X 10.5-47mm IP66/67 IK10

Camera ID Model Installation Height, m Resolution Focal Length Sensor Size Pixels On Target

4Z Bosch NBE-7703-ALXT 6 2688x1520 19.5 1/1.8" 16:9 56 ppm



Camera 5Z. Bosch NDM-7703-AL

Fixed dome 20MP 3.7-7.7mm IR IP66

Camera ID Model Installation Height, m Resolution Focal Length Sensor Size Pixels On Target

5Z Bosch NDM-7703-AL 4 7.7 1/2.7" 16:3 63 ppm

5Z-1 Bosch 1-1 4 2592x1944 7.7 1/2.7" 4:3 63 ppm

5Z-2 Bosch 1-2 4 2592x1944 7.7 1/2.7" 4:3 62 ppm

5Z-3 Bosch 1-3 4 2592x1944 7.7 1/2.7" 4:3 42 ppm

5Z-4 Bosch 1-4 4 2592x1944 7.7 1/2.7" 4:3 54 ppm



Camera ID Manufacturer / Model Description Installation

Height, m

Resolution Focal Length Sensor Size Pixels On

Target

1Z Bosch NBE-7703-ALXT Bullet 4MP HDR X 10.5-47mm

IP66/67 IK10

4 2688x1520 37.03 1/1.8" 16:9 58 ppm

2Z Bosch NBE-7703-ALXT Bullet 4MP HDR X 10.5-47mm

IP66/67 IK10

4 2688x1520 30.5 1/1.8" 16:9 59 ppm

3Z Bosch NBE-5703-AL Bullet 5MP HDR 3.4~10.2mm

IP66/67 IK10

6 2592x1944 10.5 1/2.7" 4:3 53 ppm

4Z Bosch NBE-7703-ALXT Bullet 4MP HDR X 10.5-47mm

IP66/67 IK10

6 2688x1520 19.5 1/1.8" 16:9 56 ppm

5Z Bosch NDM-7703-AL Fixed dome 20MP 3.7-7.7mm IR

IP66

4 7.7 1/2.7" 16:3 63 ppm



Camera 1Z. Bosch NBE-7703-ALXT

Bullet 4MP HDR X 10.5-47mm IP66/67 IK10

Resolution: 2688x1520

Sensor Size: 1/1.8" ; 16:9

Focal Length: 37.03

Installation Height: 4 m

Tilt: 3.8°

Viewing Angles,°: 11.7°; 6.5°

Distance: 229.1 m

FOV Width: 46.7 m

Pixels On Target: 58 ppm

Dead Zone: 32.43 m (Width: 6.63 m)

Camera 2Z. Bosch NBE-7703-ALXT

Bullet 4MP HDR X 10.5-47mm IP66/67 IK10

Resolution: 2688x1520

Sensor Size: 1/1.8" ; 16:9

Focal Length: 30.5

Installation Height: 4 m

Tilt: 4.7°

Viewing Angles,°: 14.3°; 8.1°

Distance: 180 m

FOV Width: 45.2 m

Pixels On Target: 59 ppm

Dead Zone: 26.12 m (Width: 6.59 m)

Camera 3Z. Bosch NBE-5703-AL

Bullet 5MP HDR 3.4~10.2mm IP66/67 IK10

Resolution: 2592x1944

Sensor Size: 1/2.7" ; 4:3

Focal Length: 10.5

Installation Height: 6 m

Tilt: 11°

Viewing Angles,°: 29°; 22°

Distance: 96 m

FOV Width: 48.7 m

Pixels On Target: 53 ppm

Dead Zone: 14.85 m (Width: 7.54 m)



Camera 4Z. Bosch NBE-7703-ALXT

Bullet 4MP HDR X 10.5-47mm IP66/67 IK10

Resolution: 2688x1520

Sensor Size: 1/1.8" ; 16:9

Focal Length: 19.5

Installation Height: 6 m

Tilt: 8.4°

Viewing Angles,°: 22.8°; 12.9°

Distance: 120 m

FOV Width: 48.1 m

Pixels On Target: 56 ppm

Dead Zone: 22.63 m (Width: 9.26 m)

Camera 5Z. Bosch NDM-7703-AL

Fixed dome 20MP 3.7-7.7mm IR IP66

Resolution: 

Sensor Size: 1/2.7" ; 16:3

Focal Length: 7.7

Installation Height: 4 m

Tilt: 0°

Viewing Angles,°: 38.4°; 7.5°

Distance: 80 m

FOV Width: 54.4 m

Pixels On Target: 63 ppm

Dead Zone: 7.22 m (Width: 4.91 m)



Camera 1Z. Bosch NBE-7703-ALXT

Bullet 4MP HDR X 10.5-47mm IP66/67 IK10



Camera 2Z. Bosch NBE-7703-ALXT

Bullet 4MP HDR X 10.5-47mm IP66/67 IK10



Camera 3Z. Bosch NBE-5703-AL

Bullet 5MP HDR 3.4~10.2mm IP66/67 IK10



Camera 4Z. Bosch NBE-7703-ALXT

Bullet 4MP HDR X 10.5-47mm IP66/67 IK10



Camera 5Z. Bosch NDM-7703-AL

Fixed dome 20MP 3.7-7.7mm IR IP66

Created with OEM version of IP Video System Design Tool (www.jvsg.com)


